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Description 
Each project site possesses unique topographic, hydrologic, and vegetative features, some of 
which are more suitable for development than others.  Integrating and incorporating 
appropriate landscape planning methodologies into the project design is the most effective 
action that can be done to minimize surface and groundwater contamination from stormwater. 

Approach 
Landscape planning should couple consideration of land suitability for urban uses with 
consideration of community goals and projected growth.  Project plan designs should conserve 
natural areas to the extent possible, maximize natural water storage and infiltration 
opportunities, and protect slopes and channels. 

Suitable Applications 
Appropriate applications include residential, commercial and industrial areas planned for 
development or redevelopment. 

Design Considerations 
Design requirements for site design and landscapes planning 
should conform to applicable standards and specifications of 
agencies with jurisdiction and be consistent with applicable 
General Plan and Local Area Plan policies. 

Design Objectives 

 Maximize Infiltration 

 Provide Retention 

 Slow Runoff 

 Minimize Impervious Land 
Coverage 

 Prohibit Dumping of Improper 
Materials 

 Contain Pollutants 

 Collect and Convey 
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Designing New Installations 
Begin the development of a plan for the landscape unit with attention to the following general 
principles: 

 Formulate the plan on the basis of clearly articulated community goals.  Carefully identify 
conflicts and choices between retaining and protecting desired resources and community 
growth. 

 Map and assess land suitability for urban uses.  Include the following landscape features in 
the assessment:  wooded land, open unwooded land, steep slopes, erosion-prone soils, 
foundation suitability, soil suitability for waste disposal, aquifers, aquifer recharge areas, 
wetlands, floodplains, surface waters, agricultural lands, and various categories of urban 
land use.  When appropriate, the assessment can highlight outstanding local or regional 
resources that the community determines should be protected (e.g., a scenic area, 
recreational area, threatened species habitat, farmland, fish run).  Mapping and assessment 
should recognize not only these resources but also additional areas needed for their 
sustenance. 

Project plan designs should conserve natural areas to the extent possible, maximize natural 
water storage and infiltration opportunities, and protect slopes and channels. 

Conserve Natural Areas during Landscape Planning 

If applicable, the following items are required and must be implemented in the site layout 
during the subdivision design and approval process, consistent with applicable General Plan and 
Local Area Plan policies: 

 Cluster development on least-sensitive portions of a site while leaving the remaining land in 
a natural undisturbed condition. 

 Limit clearing and grading of native vegetation at a site to the minimum amount needed to 
build lots, allow access, and provide fire protection. 

 Maximize trees and other vegetation at each site by planting additional vegetation, clustering 
tree areas, and promoting the use of native and/or drought tolerant plants. 

 Promote natural vegetation by using parking lot islands and other landscaped areas. 

 Preserve riparian areas and wetlands. 

Maximize Natural Water Storage and Infiltration Opportunities Within the Landscape Unit 

 Promote the conservation of forest cover.  Building on land that is already deforested affects 
basin hydrology to a lesser extent than converting forested land.  Loss of forest cover reduces 
interception storage, detention in the organic forest floor layer, and water losses by 
evapotranspiration, resulting in large peak runoff increases and either their negative effects 
or the expense of countering them with structural solutions. 

 Maintain natural storage reservoirs and drainage corridors, including depressions, areas of 
permeable soils, swales, and intermittent streams.  Develop and implement policies and 
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regulations to discourage the clearing, filling, and channelization of these features.  Utilize 
them in drainage networks in preference to pipes, culverts, and engineered ditches. 

 Evaluating infiltration opportunities by referring to the stormwater management manual for 
the jurisdiction and pay particular attention to the selection criteria for avoiding 
groundwater contamination, poor soils, and hydrogeological conditions that cause these 
facilities to fail.  If necessary, locate developments with large amounts of impervious 
surfaces or a potential to produce relatively contaminated runoff away from groundwater 
recharge areas. 

Protection of Slopes and Channels during Landscape Design 

 Convey runoff safely from the tops of slopes. 

 Avoid disturbing steep or unstable slopes. 

 Avoid disturbing natural channels. 

 Stabilize disturbed slopes as quickly as possible. 

 Vegetate slopes with native or drought tolerant vegetation. 

 Control and treat flows in landscaping and/or other controls prior to reaching existing 
natural drainage systems. 

 Stabilize temporary and permanent channel crossings as quickly as possible, and ensure that 
increases in run-off velocity and frequency caused by the project do not erode the channel. 

 Install energy dissipaters, such as riprap, at the outlets of new storm drains, culverts, 
conduits, or channels that enter unlined channels in accordance with applicable 
specifications to minimize erosion.  Energy dissipaters shall be installed in such a way as to 
minimize impacts to receiving waters. 

 Line on-site conveyance channels where appropriate, to reduce erosion caused by increased 
flow velocity due to increases in tributary impervious area.  The first choice for linings 
should be grass or some other vegetative surface, since these materials not only reduce 
runoff velocities, but also provide water quality benefits from filtration and infiltration.  If 
velocities in the channel are high enough to erode grass or other vegetative linings, riprap, 
concrete, soil cement, or geo-grid stabilization are other alternatives. 

 Consider other design principles that are comparable and equally effective. 

Redeveloping Existing Installations 
Various jurisdictional stormwater management and mitigation plans (SUSMP, WQMP, etc.) 
define “redevelopment” in terms of amounts of additional impervious area, increases in gross 
floor area and/or exterior construction, and land disturbing activities with structural or 
impervious surfaces.   The definition of “ redevelopment” must be consulted to determine 
whether or not the requirements for new development apply to areas intended for 
redevelopment.  If the definition applies, the steps outlined under “designing new installations” 
above should be followed. 
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Redevelopment may present significant opportunity to add features which had not previously 
been implemented.  Examples include incorporation of depressions, areas of permeable soils, 
and swales in newly redeveloped areas.  While some site constraints may exist due to the status 
of already existing infrastructure, opportunities should not be missed to maximize infiltration, 
slow runoff, reduce impervious areas, disconnect directly connected impervious areas.  

Other Resources 
A Manual for the Standard Urban Stormwater Mitigation Plan (SUSMP), Los Angeles County 
Department of Public Works, May 2002. 

Stormwater Management Manual for Western Washington, Washington State Department of 
Ecology, August 2001. 

Model Standard Urban Storm Water Mitigation Plan (SUSMP) for San Diego County, Port of 
San Diego, and Cities in San Diego County, February 14, 2002. 

Model Water Quality Management Plan (WQMP) for County of Orange, Orange County Flood 
Control District, and the Incorporated Cities of Orange County, Draft February 2003. 

Ventura Countywide Technical Guidance Manual for Stormwater Quality Control Measures, 
July 2002. 


